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These cross sections are being provided
for information only.  Design will continue
to progress on the alignments and profiles.
These are a status in time and are
provided as information within 50' - 100' of
the location based on cross sections taken
from the design effort.



30'-3"
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If the final cross sections during final remain
as shown, our designs will reflect along with
the lighting calculations the height of the
luminaire above the roadway for this
luminaire.
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42'-7"

26'-10"

116WY_NB Line

116TH NB

~131+88
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If the final cross sections during final remain
as shown, our designs will reflect along with
the lighting calculations the height of the
luminaire above the roadway for this
luminaire.



31'-8"
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36'-0"

27'-11"

114PL_SB Line

14114 PL SB

39+01
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114PL_SB Line

22'-2"
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If the final cross sections during final remain
as shown, our designs will reflect along with
the lighting calculations the height of the
luminaire above the roadway for this
luminaire.

114TH PL SB

38+25
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40'-1"
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If the final cross sections during final remain
as shown, our designs will reflect along with
the lighting calculations the height of the
luminaire above the roadway for this
luminaire.
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49'-4"

26'-3"

TLB_NB Line

TLB NB

151+44
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If the final cross sections during final remain
as shown, our designs will reflect along with
the lighting calculations the height of the
luminaire above the roadway for this
luminaire.



34'-4"
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6'-3"

29

This luminaire is mounted on the barrier
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This luminaire is mounted on the barrier



5'-3"
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This luminaire is mounted on the barrier



3'-6"
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This luminaire is mounted on the barrier on
a type III ramp meter pole.



10'-0"
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This luminaire is mounted on the barrier



22'-0"
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If the final cross sections during final remain
as shown, our designs will reflect along with
the lighting calculations the height of the
luminaire above the roadway for this
luminaire.
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If the final cross sections during final remain
as shown, our designs will reflect along with
the lighting calculations the height of the
luminaire above the roadway for this
luminaire.
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36

If the final cross sections during final remain
as shown, our designs will reflect along with
the lighting calculations the height of the
luminaire above the roadway for this
luminaire.
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If the final cross sections during final remain
as shown, our designs will reflect along with
the lighting calculations the height of the
luminaire above the roadway for this
luminaire.


